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About this manual

This manual will provide you with a quick overview of the DK Logging Application functions .
Happy reading!

Please note: DK-Technologies reserve the rights to change the content of this manual at any time. The latest
revision of this manual can be downloaded from: www.DK-Technologies.com

Important Notes

Disclaimer

No part of this document may be reproduced or transmitted in any form or by any means, electronic or
mechanical, including photocopying and scanning, for any purpose, without the prior written consent of DK -
Technologies A/S. The company aims to ensure tha all details in this document are correct at the time of
publication, but reserves the right to alter specifications and equipment without notice. The latest version will be
available upon request. This publication is for international usage.

Despite condderable effort to produce up to date information, no literature published by the company nor any
other material that may be provided should be regarded as an infallible guide to the specifications available nor
does it constitute an offer for sale of any particular product.

Purpose

Any fitness for purpose legislation or other determination that may be applied in the area where this equipment
is installed must take due cognisance that it is designed for use in professional broadcast, audio and video
systems by appropriately trained personnel. The equipment is not intended for use in a domestic environment
and regulations designed for such situations are not applicable.


http://www.dk-technologies.com/

DK Logging Application

About the DK Logging PC Application

The DK Logging PC applicationallows you to instantly document, visualize and evaluate the loudness dataof the
DK Meter on your computer.

Suitable for é .

The DK Logging PC application is compatible with all DK Meters. ThelLogging license is optional for some DK
Meters, while included with others.
Pl ease check your DK Met er o wlkoggindlisensmappliesal t o cl arify where

Pl ease make sure that you run the | atest DKtwavkeupdate Appl i cat |
DK Meteré paragraph for more information on this.
System Requirements

The DK Logging application is compatible with Windows XP sp3 & Windows 7.
DK Meter application software released later than 10-04-2013.

Where to get a hold of the DK Logging Application

The Logging application itself is free of charge and may be downloaded from www.dk-technologies.com at any
point in time.

In order to enable the Logging application, your DK Meter is required to have the correct software license
installed. To upgrade your meter, please contact DK-Technologies for further information.

Connecting Your DK Meter

There are a couple of basic steps that you have to go thro ugh to prepare for Logging data:
1. Connect your Meter to your PC
2. Select or create the data base where the Logging Sessions will reside
3. Select your meter as the data source of logging information.

Here a few easy steps to up and running in a couple of minut es:

Connecting DK Meter to your PC

This is as simple as plugging the USB connectorof the DK Meter cable into your computer.

Selecting or Creating the Logging Database

- Open the DK Logging Application
- The first time you open the application, you will be prompted to create or select the database hosting
your Logging sessions.
- Ifnotprompted pleasesel ect 6 Manage databasesdé from the 6Filed dr
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- Rightcl i ck on the 6Locat| dat ab@sesdHel new khodal databasebd
- This will allow you to create and name a home for all your coming Logging sessions.

ey
& v v S ]

Avaiable Databases. |

4 8| Local databases

[ T e————
& Create new local database...

[4 Connectto local database...

& Remove database

- In case you already have created a database from earlier use of the DK Logging Application, right-click
and sel ect 6 Cotnanbeackhis dill allow yoct@delecttfze specific database that you would

like your logging sessions to be stored inside.

NOTE: More details on the database structure are available in the Logging Session Database View section.

Selecting your instrumen  t

- Now select O6Manage Instrumentd from the 6Filed dropdow

-  Fromthepop-up, select the appropriate COM port correspondin

- The DK Logging Application returns a messagesaying: oaaew [ nstrument was selectedo

- Afterreturning to the 6Loggi ngd wioudreneadytdstattloggihge 6 Connect 0
loudness data

& s I

Available instruments,

4 -5 Local instruments

. {4 coms
g8 Network Instruments

A

- I n case your instrument COM port does not Teehow wup, ri gl
Logging application will now scan to find your i nstrument
- Now select your instrument and hit 06O0K©®.

Connecting Your PT700 Series Meter

The Logging Application is compatible with the PT700 series as well as the DK Meter range.
There are two different approaches to connecting your PT700 series meter to the Logging Application; RS232

Serial interface or USB.
Once you have the wired your meter to the computer, please

section above.
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The Windows & Functions

Window Overview

This section will provide you with a quick overview of the various buttons, screens and information fields that
you will see in the Logging Application. Each of the different windows and functions are described in further
detail below.

CEEEE

ﬁ DK-Logging

| File Tools Help

LKFS

’Logong Database
| Hosomea || o sutiogng 00:04:34:00‘-@
/ Session Information
Show Title.:  The Matrix
Show Number.: | Lobby Scene
Operator Name.: UK
Format.: 720P
Notes.:  test track
Instrument Information Loudness Configuration Instrument Data
Instrument Type.: | dkMeter DK3 / DK4 Peak Mode.:  True Peak — T TmECOOET 00000
Serial Number.: 20009 Capture Mode.:  Auto Resume Shortterm Max.: | -25.6
Tl Port.: Scale Mode.: | LKFS Shortterm Min.: | -27.8
Status.: Ready for logging. Reference.: 1000 Hz Integrating.: -24.8
Shortterm Window.: 3 Seconds Peak Level.:| -54.2
Gate Level.:  -10 LKFS Peak Channel.: |0
Gate Mode.: Floating Peak Count.: | 0
Reference Level.: | -24 dBFS
Peak Level.:| -2 dBFS
Filter,: | K-Filter

¥ — Integrating (LKFS)
¥ — Peak Level (4BFS)

00:01:57.01
00:0204:02
00.0211:02
00:021801
00:022501
00023202 -
00023801 { -
00:0246.01
00025302
00:03.0002
00:03.07.01
00:03

00.01:08.02
00:01:50:01 -

00:00:00:00 4
00:00:05.02

00:00:1202

00001302

00:00:26:01 :
000033024 -~ -4~ H--- -
00004001 :
00.00:47.00

00.00:54:01

00.01:01:01

00011501

00.01:2203

00:01:2901

00.01:36.01

00:01:43.02

X:\bs\...\...\DemoLogging.DB3 COMS
—

File and Tools drop-down menus

Selection of Logging Session or Logging
Database view
Connecting/Disconnecting the Logging App.
to your meter and Start/Stop of Logging
Session

Session Information i Specific to the current
Logging Session

Instrument information of the currently
connected instrument

Time code indicator i the specific time of the
current logging session

Loudness Configurationi View of the
connected metersd L 0 u detiirgs specific
for the logging session

Instrument data T Loudness data overview for
the current logging session

Logging Charti graphical overview of the
logged data; Integrated Loudness and Peak
level

DK - Technologies



File Tools Help

‘ Logging Datd:ase}

J “Z, Refresh Sessions I [ chart - Expart

| |, Filter Sessions | I, Filter Data

Session List Session Information Loudness Configuration Session Statistics

@ Amy Winehouse 2203-2013 16:0:17 Show Title.: | The Matrix Peak Mode.:  True Peak Peak Level Max.: 0,0 dBFS

Amy Winehouse 21-03-2013 10:30:50 Show Number. :| Lobby Scene Capture Mode.: | Auto Resume Peak Level Min.: -55,0 dBFS
Vanessa-Mae -The Cl..  25-03201308:22:36 Operator Name.:| UK Scale Mode.: | LKFS Shortterm Max.: | 0,0 LKFS

Vanessa-Mae -The Cl...  25-03-201300u47:31 Format.: 720P Reference.: | 1000 Hz Shortterm Min.:  -79,2LKFS
Jean-Michel Jarre ... 25-03-20131135:21 TCStart.:| 00:00:00:00 Shortterm Window.:| 3Seconds  ___| | IntegratingMax.; 00LkFs | ||
Jean-Michel Jarre - ... 25-03-2013 11:3%:57 TCEnd.:| 00:04:34:00 Gate Level.:| -10 LKFS Integrating Min.: -55,7LKFS

Vanessa-Mae -The Cl...  26-03-2013 11:05:47 Notes.: testtrack Gate Mode.:  Floating
Tast3 26-03-2013 11:26:21 Reference Level.: -24 dBFS
Jarle Bentoft ok 09-04-2013 12148:30 Peak Level.:| -2 dBFS
The Matrix 09-04-2013 13:09:48 Filter.: | K-Filter
= Timecode Peak Channel Peak Level Shortterm Max. Shartterm Min. Integrating -
1 00:00:00:00 0 0,0 0,0 0,0 0,0 |
2 00:00:00: 16 0 -12,9 79,2 79,2 55,7 1
3 00:00:01:02 0 -53,9 -79,2 -79,2 -55,7
4 00:00:02:01 0 -15,6 -45,6 -79,2 -47,4
5 00:00:03:01 [] -14,5 -32,6 45,6 -28,1
6 00:00:04:01 0 -15,1 -31,3 -32,4 -29,6
7 00:00:05:02 0 -14,8 -30,0 -31,3 -30,2
8 00:00:06:01 0 -17,2 -29,9 -33,5 -30,9
9 00:00:07:00 0 -27,8 -33,5 -35,7 -31,3
10 00:00:08:01 Q -21,5 -35,6 -40,8 -32,0 -
X:\bs\..\...\DemoLogging.DB3 COMS
1. Fileand Tools drop-down menus 5. Exporti Export logging data in various file
Selection of Logging Session or Logging formats
Database 6. Session Information i The basic info about
3. Refresh Sessions, Filter Session or Data, Open what the logging session contains
Chart window 7. Loudness Configurationi View of the
4. Session Listi Full list of all Logging Sessions Loudness configuration used during the
contained in the currently selected database logging session
8. Session Statisticsi Top level summary of the
Logged session data and statistics
9. Session Datai All data entries of the specific
Logging session
Makesurey ou ar e i n Welandéhnegygo inrgdmet er by hitti.ng the 6Connectd
Logging | Database
‘ #“ Connect | ») Start Logging ) Stop Logging

Once your meter is connected, you are ready to start logging data. There are a few things worth knowing before
initiating the logging of data:
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Session Information

The Session information field is where you enter the top level information about what the specific Logging
session contains including; Title, Operator, Format and other notes.
The Session information entry may be requested at the start of every session, edited during the logging session

or altered in the Logging Database afterwards.

To define exactly how and when you prefer to enter your session information , pl ease select

6Tool s6 dropdown and tick

60ptions

of f your preferred approach i

Session Information

Show Title.: | The Matrix
Show Number.: ' Lobby Scene
Operator Name.: UK
Format.: 720P
Notes.: test track

Instrument Information

The Instrument information gives you a quick heads up on what meter the Logging application is currently

connected to and ready to log data from.

Instrument Information
Instrument Type.: dkMeter DK3 / DK4

Serial Number.: | 20009
Port.:

Status.: Ready for logging.

Loudness Configuration

When connecting your meter to the Logging application, the meter loudness settings are retrieved and stored
with every logging session. These settings may be changed inside the corresponding meter i you will need to re -
connect to the logging application to update the settings stored with logging sessions.

The Loudness configuration is part of the session data, allowing you to always see how the specific session data

were tracked.

Loudness Configuration

Peak Mode.:
Capture Mode.:
Scale Mode. :
Reference.:
Shartterm Window.:
Gate Level.:

Gate Mode.:
Reference Level.:
Peak Level.:

Filter.:

True Peak
Auto Resume
LKF5

1000 Hz

3 Seconds
-10 LKFS
Floating

-24 dBFS

-2 dBFS
K-Filter

DK - Technologies
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Instrument Data

The Instrument data window, summarizes the overall loudness data of the reading indicated by the time -code,

including time-code, Short-term Loudness Max/Min, Integrating Loudness value, Peak level, Channel and Count.

Instrument Data
Time Code.: | 00:04:34:00
Shortterm Max.: | -25.6
Shortterm Min.: | -27.8
Integrating.: -24.8
Peak Level.: || -54.2
Peak Channel.: | 0
Peak Count.: | 0

Logging Chart

The Logging chart allows you to graphically follow the data entries as they are tracked during the Logging

session.

Note how the chart displays Integrating Loudness following the LKFS scale on the left side of the chart (default
colour green), while the Peak Level is relating to the right side dBFS scale (default colour blue)
Both data traces relates to the time -code on X-axis of the Logging chart.

You have the option of opening several chart tabs at the same time in order to compare data . The charts will

open up as separate tabs next to the Database tab.

DK - Technologies





















